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Onshore Martin

O PyxapanaouMcTHM

TaHKepoB

Ha3sHaueHue: ¢ MArKUMM CTEHKAMM, UCTIONb3YETCA ANA YNCTKU TaHKePOB
W APYTAX XPaHWIMLY ANA HEQTAHBIX M XMMUYECKUX MPOAYKTOB BOAOW
OUMLLAKOLLIMMU CPEACTBAMM.

Pycckum

Temnepatypa: -307C (-227F) no +100?C(+212?F)

HoHcTpyKuua

BHYTpeHHUI CNOW: YepHbIA, raaKnit, Pe3uHoBbIA cocTas SBR, ycToiuns
K MOHKLLMM CPeACTBaM.

YernneHMe: CUHTETUYeCKan HaBMBKa.

OneKTpUUYECKWe XapaKTEPUCTMKU: nodaya CTaTMYecKoro
3MIEKTPUYECTBA 3alUMLLEHA ABYMA HEPKABEIWMUMU CTaNbHLIMU
NPOBONOKAMM, BCTPOEHHLIMM B PYKaB.

MoKpbITHE: YepHbId, MaaKUA, pesnHoBell cocTaB SBR, ycToiuus K
MOrOAHLIM YCNOBUAM M MOPCKOW BOAE. XKentaa oTMeTKa yKkasbiBaeT
padouyto ry6uHy.

O Tank cleaning hose

Application: softwall hose used for cleaning tankers and
other petroleum and chemical storage facilities, with water
and detergents.

english

Temperature range: -30°C (-22°F) to +100°C (+212°F)
CONSTRUCTION

Tube: black, smooth, SBR rubber compound, resistant to
detergents

Reinforcement: high strength synthetic cord.
Electric characteristics: the discharge of static electricity is

secured through two stainless steel wires built into the body
of the hose and protruding from each end.

Cover: black, smooth (wrapped finish) SBR rubber compound;
weathering and sea water resistant. It is complete with yellow
marking rings indicating the working depth.
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BHYTpeHHUA BHeLHu# Pa6ouee
avametp avametp [JiaBneHue

CODE

1051679
1383949
1211846
1210564

inside
diameter
mm inch
38 : 1-1/2
45 | 1-49/64
51 ¢ 2
51 2

ft

outside
diameter
mm inch
54 2-1/8
61 2-13/32
68 2-11/16
71 2-51/64

MakcumansHaa AnvHa MaxcumanbHblit BHyTpeHHUi anameTp
max manufactured length up to I.D.

inch

120

400

51

2

working
pressure
bar psi
20 | 290
20 i 290
20 | 290
20 : 290

Pa3pbiBHOE
naBneHue

(TeopeTnyecku)
burst pressure
(theoretical)
bar | psi
60 870
60 870
60 870
60 870

10

Bec
(HOMHUHanNbHBbIA)

weight
(nominal)
kgim | Ibs/ft
1.42 | 095
1.63 | 1.10
1.98 : 1.33
230 : 1.54
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Onshore Marshall

UNI EN 1765:99 u BS 1435:87

HasHaueHHe: C MATKUMM CTEHKAMW, UCNONb3yeTcA ANnA nepesaun GeH3MHOBbIX
MPOAYKTOB C apoMaTUyecKuM COCTaBOM A0 50% M3 TaHKepoBs, 6apxK v T.4.,
npeanaraeTca co BCTPOEHHBIM M OBUMHBIM HUMNENeM ¢ GnaHuamu.

Pycckum

Temneparypa: -20°C (-4°F) no +82°C(+185°F)

HoHcTpyKuua

BHYTpeHHUI CNOW: YepHbIA, IMazKui, CUHTETUYECKMA PE3UHOBLIA COCTaB, YCTOMUMB K
apomaruyeckomy coctasy A0 50%.

YerI'IﬂeHVIe: CMHTETUYeCKan HaBMBKa, NNKOC aHTUCTaTMYECKaA MeaHaA NPoBONOKa.

lMoKpbITHE: YepHBIA, MaaKUA, CUHTETUYECKMIA PE3UHOBLIA COCTaB, OYEHb YCTOMYMB K
MOrOAHBIM YCNOBMAM, MACTy 1 MOPCKOM BOAE.

Cneundurauua: BS 1435:87 un L 15
UNI EN 1765:99 tun L 15

AneKTpPUYECKHE XapaKTEPUCTUKU: aHTUCTATUYECKaR MeaHas MPOBONOKa (Mo 3anpocy
BO3MOXHO MpepbIBUCTan)

MapkupoBKa: npopesvHeHHas MapkupoBka ¢ kaxaoro KoHua IVG EN 1765 tun L 15
I.D., kBaptan 1 roa npoM3BoACTBaA.

O Dock oilhose
UNI EN 1765:99 and BS 1435:87

Application: softwall hose used for transferring petroleum products from
tankers, barges, and other industrial applications; suitable for aromatic
content up to 50%;, supplied with built-in or swaged-on nipples with flan-
ges.

english

Temperature range: -20°C (-4°F) to +82°C (+185°F)
CONSTRUCTION

Tube: black, smooth, synthetic rubber compound; suitable for aromatic
content up to 50%.

Reinforcement: high strength synthetic cord plus and anti-static copper
wires.

Cover: black, smooth (wrapped finish), synthetic rubber compound for a
superior resistance to weathering, oil and sea water.

Specifications: BS 1435:87 type L 15
UNI EN 1765:99 type L 15.

Electrical characteristics: antistatic copper wires (on request available
electrically discontinuous)

Branding: gummed label at each end IVG EN 1765 type L 15 I.D. ..., quar-
ter and year of manufacture.
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BHyTpeHHuA BHewHui Pa6ouee PaspbisHOe Bec
AuameTtp AuameTtp [flaBneHve JflaBnexue (HOMMHanbHbIM)
(TeopeTHyeckH)

CODE inside outside working burst pressure weight
diameter diameter pressure (theoretical) (nominal)

mm inch bar psi bar psi kg/m ibs/ft
68 211716 15 225 60 : 900 1.88 : 1.26
94 : 3-45/64 15 i 225 60 : 900 2.81 : 1.89
122 41316 15 | 225 60 : 900 4.03 : 271
176 : 6-59/64 15 i 225 60 : 900 7.19 | 4.83

MakcumansHaa anvHa MakcumanbHbIi BHyTpeHHHi anametp
max manufactured length up to I.D.

m ft mm inch
120 : 400 152 6

1388177 51
1354469 76
1355813 102
1355481 152

Co BCTPOEHHBIMW coeaAnHEHUAMM max 12m (40 pyToB).

With built-in couplings max 12 m (40 ft).

10 + 200 3][),6

Onshore Marshall E



Onshore Transoil

UNI EN 1765:99 u BS 1435:87

HasHaueHue: ¢ eCTKUMHM CTEHKaMu, AN MOAAYU U BCACHIBAHUA BEH3MHOBBIX
MPOAYKTOB C apOMATUYECKUM COCTaBOM A0 50% 3 TaHKepOB, BapX 1 T.4.
Mpeanaraetca ¢ obxumMHbIM (Transoil) @ , Uan BCTpoeHHbIM (Transoil/RV) @
HUNNenem 1 gpnaHuamu.

Pycckumn

Temnepatypa: -20°C (-4°F) no +82°C(+185°F)

HoHcTpyKuua

BHYTpeHHUI CNOW: YepHbIA, MazKui, CUHTETUYECKMA PE3UHOBBIA COCTaB, YCTONYMB K
apomaruyeckomy coctasy A0 50%.

YKPEHHEHVIGI CUHTETMYeCKan HaBMBKa, NIKOC BNpeccoBaHHanA cnupanesnaHan
CTasbHaA NPOBOJ/IOKA U aHTUCTaTMYeCKaA MeaHaA NpoBOoKa.

lMoKpbITHE: YepHbIN, MaaKUNA, CUHTETUYECKUIA PE3UHOBBIA COCTaB, O4EHb YCTOMYMB K
MOrOAHLIM YCOBHAM, Macy, abpasvBHbIM BELLECTBAM M MOPCKOW BOJE.

Cneuudurauma: BS 1435:87 un S 15
UNI EN 1765:99 tun S 15
oao6pero RINA NQ MAC/113497/1/TO 98

neKTpHUUecKUe XapaKTePUCTUKN: aHTUCTATYECKan MeaHaa NPOBOMOKa (Mo 3anpocy
BO3MOXHO NpepbIBUCTaN)

MapKupoBKa: npope3vHeHHan MapkupoBka ¢ kaxaoro koHua IVG EN 1765 an S 15
.D., kBapTan 1 roa npoM3BOACTBA.

O Dockoilhose
UNI EN 1765:99 and BS 1435:87

Application: hardwall hose used for suction and discharge of petroleum
products from tankers and barges, bunkering service and industrial appli-
cations; suitable for aromatic content up to 50%.

Available with swaged -on (Transoil) @ or built-in (Transoil/RV) nipples
with flanges.(2)

Temperature range: -20°C (-4°F) to +82°C (+185°F)
CONSTRUCTION

english

Tube: black, smooth, synthetic rubber compound; suitable for aromatic
content up to 50%.

Reinforcement: high strength synthetic cord plus embedded steel helix
wire and anti-static copper wires.

Cover: black, smooth (wrapped finish), synthetic rubber compound for a
superior resistance to weathering, abrasion, oil and sea water.

Specifications: BS 1435:87 type S 15
UNI EN 1765:99 type S 15.
Approved by RINA nr. MAC/113497/1/TO 98

Electrical characteristics: antistatic copper wires (on request available
electrically discontinuous).

Branding: gummed label at each end IVG EN 1765 type S 15 I.D. ..., quar-
ter and year of manufacture.
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BHYTpeHHui BHeLwwHui Pa6ouee P::g;'em‘f Bec MaxcumanbHan Mg:c#:g:::am
HOMWHanNbHbIU JIMHA
Auametp Auawmerp CRENETE (TeopeTH4eCKH) ( ) d Auamerp

CODE inside outside working burst pressure weight bending vacuum
diameter diameter pressure (theoretical) (nominal) radius
mm inch mm inch bar psi bar psi kg/m : lbs/ft mm : inch bar
@ 1373650 51 2 71 25164 15 {225 60 i 900 273 : 1.8 500 : 19.8 0.9
1309404 76 3 96 3-3/4 15 225 60 900 4.04 2.7 850 33 0.9
1292315 102 4 133 5-1/4 15 225 60 900 7.52 5 1200 : 47.6 0.9
1372998 152 6 188 7-13/32 15 225 60 900 15.00 10 2000 : 794 0.9
1373412 203 8 249 9-13/16 15 225 60 900 26.61 : 17.8 2800 111 0.9
@ 1297392 51 2 71 i251/64 15 i 225 60 i 900 273 i 1.8 500 : 19.8 0.9
1313525 70 2-3/4 90 3-35/64 15 225 60 900 3.77 25 800 31.7 0.9
1298470 76 3 96 3-3/4 15 225 60 900 4.04 2.7 850 33.7 0.9
1215680 102 4 133 5-1/4 15 225 60 900 7.52 5 1200 : 47.6 0.9
1090100 152 6 188 7-13/32 15 225 60 900 15.00 10 2000 : 79.4 0.9
1090097 203 8 249 9-13/16 15 225 60 900 26.61 : 17.8 2800 111 0.9
1215698* 254 @ 10 303 :11-59/64 15 : 225 60 : 900 38.98 : 262 3500 : 139 0.9

Bo3amoxHbI THMbI S.7 1 S.10 g
Cneundunkauma He BKAKOYAET BHYTPEHHNUA AnameTp 70 MMm.
(*) co cTanbHLIMW HaBUBKaMM.

Available the type S.7 and S.10
The specification does not included I.D. 70 mm.
(*) With plies of steel wire cord.

ByxTta: 0bbluHan anuHa 12,2 M (40 GyToB) ANS BCTPOEHHBIX COEANHEHHH, C BHYTPEHHUM AnaMeTpom 0 254MMm (10 AtoidMoB).
50(1'1II6L(I)JaF| ZU'IVI)Ha C TaKWUMK ke pasMepamMi BO3MOXKHA MO 3anpocy, Uik ¢ 00XKUMHBIMM coeanHeHUaMK (20 M (66 dyToB) 1nm 30
M ¢dyTOB).

Coils: usual length 12,2 mt (40ft) for built-in couplings, up to I.D. 254 mm (10”).
longer length available in certain sizes upon request, or usually for swaged- on couplings (20 mt (66ft) or 30 mt (100ft).

10 + 2003/[)\,6

Onshore Transoil ﬂ



Onshore Bahamas

O Pyxae ana ApeHama Kpbill

HasHaueHue: ¢ WeCcTkUMU CTeHKaMu, paspaboTaH cneunansbHo ans
OTCTPAHEHMA C KPbIll TAHKEPOB A0XAEBOH BOAL. BO3MOXHO €O
BCTPOEHHBIMM (naHLamy.

Pycckumn

Temneparypa: -25°C (-13°F) no +80°C(+176°F)

HoHcTpykuua

BHyTpeHHUI CNOW: YepHbIA, raakuit, pesuHosblit coctas PVC/NBR.
YKpenneHue: CUHTETUYECKARA HABUBKA, NNKOC BNPECCOBAHHAA CTasbHas
CMMpanesuaHan NpoBONOKa U ABE aHTUCTATUYECKUX MEAHbIX NMPOBOMOKK

AnA 0TBOAA CTaTUYeCKOro aneKkTpuyecTsa.

MoKpbITHe: yepHbId, raakuit, pesuHoBbin cocTaB PVCG/NBR, noaxoaut
AnA 6eH3NHOBLIX MPOAYKTOB C apOMAaTUYECKMM COCTaBOM A0 50%.

TaK e BO3MOXHO:
Bahamas FKM: ¢ BHyTpeHHum cnoem CR u Viton nokpeitem, 4o 100%
apoMaTHYECKOro cocTasa.

O Roofdrainhose

Application: hardwall hose developped specifically for draina-
ge of rain water from floating roof storage tanks; it is availa-
ble with built-in flanges.

english

Temperature range: -25°C (-13°F) to +80°C (+176°F)
CONSTRUCTION
Tube: black, smooth, PVCINBR rubber compound.

Reinforcement: high strength synthetic cord plus embedded
steel helix wire and two copper wires for the discharge of sta-
tic electricity.

Cover: black, smooth (wrapped finish), PVCINBR rubber com-
pound, suitable for petroleum products up to 50% aromatic
content.

Also available:
@ Bahamas FKM: with tube in CR and Viton cover resistant up to
100% aromatic content.
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BHyTpeHHuA BHewHu# Pa6ouee
Avametp avameTp naBneHue

CODE

1358740

1327020
1330110

D CIIITEETN 1354388
1349210

1374915

inside
diameter
mm inch
76 3
102 4
152 6
76 3
102 4
203 8

ft

outside
diameter
mm inch
95.5 3-3/4
123.5 4-7/8
185 7-9/32
97 3-13/16
127 5
244 : 9-39/64

inch

working
pressure
bar psi
5 75
5 75
5 75
5 75
5 75
5 75

MakcumanbHas AnvHa MaxkcumanbHbli BRyTpeHHUi AnameTp
max manufactured length up to I.D.

12

40

203

8

Mo 3anpocy Bo3moxHO 20 M (66 ¢pyToB) Mnn 30 M

(100 ¢yToB).

Available on request 20mt (66ft) or 30 mt (100ft)
of continuous length.

Pa3pbiBHoe

[ZaBneHue
(TeopeTnyecKu)
burst pressure
(theoretical)
bar psi
20 300
20 300
20 300
20 300
20 300
20 300
10

—

Bec | MaxcumanbHas
(HOMHHanbHbIN) AnuHa

weight bending
(nominal) radius
kg/m : lbs/ft mm : inch
4.40 2.9 410 16.1
6.93 4.6 550 21.6
15.49 : 104 900 35.4
4.95 3.3 410 16.1
8.59 5.7 550 21.6
26.62 : 17.9 1340 : 52.7
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