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Chemical suction and discharge
hose, EPR quality
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Application: hardwall hose, designed to handle a wide range of che-
mical products, acids, and bases, it is specially recommended to con-
vey industrial waters, and for use in  water purification systems;
See IVG chemical resistance chart for details; for acids and bases at
temperature exceeding 50¡C (+122¡F) please contact IVG.

Temperature range: -40°C (-40°F) to +100°C (+212°F)

CONSTRUCTION

Tube: black, smooth, EPR rubber compound.

Reinforcement: high strength synthetic cord plus  embedded steel
helix wire.

Cover: black, smooth (wrapped finish) EPR rubber compound; resi-
stant to chemicals, weathering, ozone.

Branding: continuous spiral violet brand “Ivg..Chem”.
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Available according to EN 12115 specification.
On request a special hose construction to be used in Prayon filters.

mm inch mm inch bar psi bar psi kg/m lbs/ft mm inch bar

1210947 19 3/4 32 1-1/4 10 150 40 600 0.67 0.45 85 3.3 0.9
1067591 25 1 38 1-1/2 10 150 40 600 0.85 0.56 115 4.5 0.9
1165968 30 1-3/16 43 1-11/16 10 150 40 600 0.93 0.62 135 5.3 0.9
1025325 32 1-1/4 46.5 1-13/16 10 150 40 600 1.12 0.75 145 5.7 0.9
1094939 38 1-1/2 51 2 10 150 40 600 1.29 0.87 180 7 0.9
1025341 40 1-37/64 53 2-3/32 10 150 40 600 1.31 0.88 200 7.8 0.9
1025368 50 1-31/32 64 2-17/32 10 150 40 600 1.76 1.18 245 9.6 0.9
1348892 51 2 65 2-9/16 10 150 40 600 1.80 1.21 245 9.6 0.9
1148907 60 2-3/8 74.5 2-29/32 10 150 40 600 2.16 1.45 295 11.6 0.9
1348906 76 3 92 3-5/8 10 150 40 600 3.09 2.07 390 15.3 0.9
1211064 102 4 120 4-23/32 10 150 40 600 4.72 3.17 555 21.8 0.9
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CODE inside outside working burst pressure weight bending vacuum 
diameter diameter pressure (theoretical) (nominal) radius
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Chem Supertop LL
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Multi purpose chemical and
petroleum hose, for suction and
delivery, cross-linked polyethylene tube.
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Application: hardwall hose with cross-linked polyethylene tube, for
handling a wide range of chemicals, petroleum products (including aro-
matics up to 50%) and oils.
See IVG chemical resistance chart for details; for acids,  base and solvents
at temperature exceeding 50 ¡C(+122¡F) please contact IVG.

Temperature range: -20°C (-4°F) to +70C (+158F)

CONSTRUCTION

Tube: black, smooth, cross-linked polyethylene (XLPE).

Reinforcement: high strength synthetic cord plus embedded steel helix
wire and anti-static copper wire. 

Cover: green, smooth (wrapped finish) EPDM rubber, resistant to weathe-
ring, and ozone.

Branding: continuous spiral brand white/blue “IVG..Chem..XLPE”
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LL/100°C BLUE COVER

LL/100°C/EN12115

LL/100°C GREEN COVER
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mm inch mm inch bar psi bar psi kg/m lbs/ft mm inch bar

1388517 19 3/4 31 1-7/32 10 150 40 600 0.77 0.52 115 4.5 0.9
1383965 25 1 37 1-29/64 10 150 40 600 0.98 0.66 155 6.1 0.9
1388894 38 1-1/2 52.5 2-3/64 10 150 40 600 1.62 1.09 250 9.8 0.9
1385445 51 2 64 2-17/32 10 150 40 600 1.98 1.33 345 13.6 0.9
1391917 51 2 66 2-19/32 10 150 40 600 2.22 1.49 350 13.7 0.9
1389181 76 3 91 3-19/32 10 150 40 600 3.16 2.13 545 21.4 0.9

1378937 25 1 37 1-29/64 10 150 40 600 0.95 0.64 155 6.1 0.9
1383299 38 1-1/2 50.5 2 10 150 40 600 1.50 1.01 250 9.8 0.9
1374184 51 2 64 2-17/32 10 150 40 600 1.91 1.28 345 13.6 0.9
1390147 63.5 2-1/2 77.5 3-1/32 10 150 40 600 2.58 1.73 450 17.7 0.9

1399330 19 3/4 31 1-7/32 16 240 64 960 0.81 0.54 115 4.5 0.9
1399292 25 1 37 1-29/64 16 240 64 960 0.99 0.66 155 6.1 0.9
1399322 32 1-1/4 44 1-47/64 16 240 64 960 1.19 0.80 205 8.1 0.9
1399314 38 1-1/2 51 2 16 240 64 960 1.52 1.02 250 9.8 0.9
1399306 51 2 65 2-9/16 16 240 64 960 1.98 1.33 350 13.7 0.9
1399284 76 3 91 3-19/32 16 240 64 960 3.20 2.15 545 21.4 0.9
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Other sizes available on request.
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CODE inside outside working burst pressure weight bending vacuum 
diameter diameter pressure (theoretical) (nominal) radius
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Supplied on request with soft ends and capped ends.

mm inch mm inch bar psi bar psi kg/m lbs/ft mm inch bar

1137310 19 3/4 30 1-3/16 10 150 40 600 0.68 0 .46 85 3.3 0.9
1039377 25 1 36 1-27/64 10 150 40 600 0.84 0.56 110 4.3 0.9
1211609 32 1-1/4 46 1-13/16 10 150 40 600 1.45 0.97 145 5.7 0.9
1230816 51 2 68.5 2-23/32 10 150 40 600 2.55 1.71 250 9.8 0.9
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diameter diameter pressure (theoretical) (nominal) radius
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