
oil tallinn Hydraulic oil suction and delivery. 
Rubber compounds acc. to SAE J517 and SAE 100 R4.

5 bar - 15 bar -40°C +100°C •

malmo Hydraulic oil suction and delivery. 10 bar - 30 bar -20°C +100°C • • •

LPG/CM/EN 
1762:1997/D

Gas delivery - steel wire hose.
EN 1762:1997.

25 bar - 100 bar -30°C +100°C • •

LPG/CORD/EN 
1762:2003/D

Gas delivery. 
EN 1762:2003.

25 bar - 100 bar -30°C +100°C • •

ivalo Oil suction and delivery. 5 bar - 15 bar -30°C +120°C • •

compressor Hydraulic oil delivery.
Cover according to MSHA.

40 bar - 120 bar -30°C +130°C •

seven Asphalt and tar - hardwall steel wire hose.
EN 13482:2001.

15 bar - 90 bar -15°C +200°C • •

onshore martin Tank cleaning. 20 bar - 60 bar -30°C +100°C •

bahamas Floating roof drainage. 5 bar - 20 bar -25°C +80°C •

marshall Dock oil delivery.
EN 1765 type L 15, BS 1435 type L 15.

15 bar - 60 bar -20°C +82°C • •

transoil
Dock oil suction and delivery.
EN 1765 type S 15 - BS 1435 type S 15 - RINA approved 
n. MAC128208CS/001.

15 bar - 60 bar -20°C +82°C • •

filicudi
Ship to ship oil suction and delivery.
EN 1765 type S 15 – BS 1435 type S 15 - RINA 
approved n. MAC093711CS.

15 bar - 60 bar -20°C +82°C • •

offshore pl fuel Drilling mud and oil delivery. 17 bar - 51 bar -20°C +90°C • •

pl fuel 
LL

Drilling mud and oil suction and delivery. 17 bar - 51 bar -20°C +90°C • •

pl fuel 
LL float

Drilling mud and oil suction and delivery - floating hose. 20 bar - 60 bar -20°C +90°C • •

pl potable
Potable water delivery.
FDA tit.21, item 177.2600 for aqueous foods. BfR XXI 
cat.2 for foods. Reg. EU CE 1935/04 and CE 2023/06.

20 bar - 60 bar -40°C +100°C • •

pl potable 
LL

Potable water suction and delivery.
FDA tit.21, item 177.2600 for aqueous foods. BfR XXI 
cat.2 for foods. Reg. EU CE 1935/04 and CE 2023/06.

17 bar - 51 bar -40°C +100°C • •
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offshore pl abrasive Abrasive material delivery. 10 bar - 40 bar -25°C +70°C • •

pl abrasive 
LL

Abrasive material suction and delivery. 10 bar - 40 bar -25°C +70°C • •

pl grout Liquid mud delivery. 70 bar - 210 bar -10°C +42°C • •

pl mud Drilling mud delivery. 35 bar - 140 bar -25°C +70°C • •

pl splitfire Fire protection in offshore applications.
EN ISO 15540:99. Fire resistance at 800° for 30’.

25 bar - 100 bar -30°C +70°C •

chem orlando/16
EN 12115

Chemicals delivery - EPDM quality hose, EPR quality 
available upon request.
EN 12115.

16 bar - 64 bar -40°C +100°C • • • • •

everest/16
EN 12115

Chemical suction and delivery - EPDM quality hose, EPR 
quality available upon request.
EN 12115.

16 bar - 64 bar -40°C +100°C • • • • •

supertop/16
UHMWPE/EN 
12115

Multipurpose delivery - UHMWPE tube, XLPE tube 
available upon request.
EN 12115 - Tube FDA title 21, item 177.1520.

16 bar - 64 bar -30°C +100°C • • • • • •

supertop ll/16
UHMWPE/EN 
12115

Multipurpose suction and delivery - UHMWPE tube, XLPE 
tube available upon request.
EN 12115 - Tube FDA title 21, item 177.1520.

16 bar - 64 bar -30°C +100°C • • • • • •

real Chemicals delivery - Viton® tube. 10 bar - 40 bar -25°C +100°C • •

providence Chemicals suction and delivery - Viton® tube. 10 bar - 40 bar -25°C +100°C • •

teflex
EN 12115

Multipurpose chemicals suction and delivery - FEP tube 
(Teflon®).
EN 12115 - Tube USP Class VI and FDA title 21 item 177.1550.

16 bar - 64 bar -40°C +150°C • • • •

vernici
XLPE

Varnish delivery - cross-linked polyethylene tube. 10 bar - 40 bar -20°C +70°C •

cable cable Cable covering. --- -30°C +80°C

coolcable Cable cooling - insulating hose. 10 bar - 30 bar -30°C +80°C

coolingflex High voltage cable protection and cooling for electric arc 
furnaces.

6 bar - 30 bar -40°C +80°C
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boat poseidon
Fuel delivery, used in pleasure boats - fire resistant.
Eur. Dir. 94/25/CE ISO 7840:04 A1, R.I.NA approved. SAE 
J 1527:04. USCG Type A1 Style R1.

10 bar - 30 bar -30°C +100°C

poseidon 
ll

Fuel suction and delivery used in pleasure boats - fire 
resistant.
Eur. Dir. 94/25/CE ISO 7840:04 A1, R.I.NA approved. SAE 
J 1527:04. USCG Type A1 Style R2.

10 bar - 30 bar -30°C +100°C

fuel fill low 
emission

Fuel suction and delivery according to E.P.A. 
specifications (USA).
SAE J 1527:04. USCG Type A1 Style R2 ISO 7840:04 A1.

5 bar - 15 bar -20°C +80°C

amalfi 
cord

Marine wet exhaust gas. 
ISO 13363:04 type 1B. SAE J 2006:03 type R1. R.I.NA. 
and Lloyd’s approved.

b.p. 2.5 bar -30°C +100°C

amalfi ll
Marine wet exhaust gas. 
ISO 13363:04 type 2B. SAE J 2006:03 type R2. R.I.NA. 
and Lloyd’s approved.

b.p. 2.5 bar -30°C +100°C

amalfi lo
Marine wet exhaust gas. 
ISO 13363:04 type 2B. SAE J 2006:03 Type R2. R.I.NA. 
and Lloyd’s approved.

b.p. 2.5 bar -30°C +100°C

etna

Marine wet exhaust gas. 
Nordic Boat Standard MC9 with homologation VTT. 
Lloyd’s Register LR Rules and Regulations for special 
service craft.

b.p. 5 bar -30°C +100°C

boatex Water and wet exhaust delivery. 
SAE J 2006 R1.

3 bar - 9 bar -30°C +80°C

boatex ll Water and wet exhaust suction and delivery. 
SAE J 2006 R2.

3 bar - 9 bar -30°C +80°C

boatex lo Water and wet exhaust suction and delivery. 
SAE J 2006 R2.

3 bar - 9 bar -30°C +80°C

sanitary 
star

Pleasure boat sanitary hose. 
EN ISO 8099.

3 bar - 9 bar -30°C +100°C

navysil High temperature air and water delivery. 
ASTM C 542.

3 bar - 9 bar
-50°C +180°C 

peaks up to 200°C

navysil ll High temperature air and water suction and delivery. 
ASTM C 542.

3 bar - 9 bar
-50°C +180°C 

peaks up to 200°C

navysil lo
High temperature air, water and wet exhaust suction 
and delivery.
ASTM C 542.

b.p. 3 bar
-50°C +180°C 

peaks up to 200°C

family product/drawing standard application
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development and the information contained in this publication should be taken only as 
a guide for the use of IVG Rubber Hose. It does not constitute a warranty of any kind, 
expressed or implied, of our products or their suitability for any particular use. With the 
aim of a continuous improvement of the product, IVG reserve the rights to modify the 
hose specifications without any prior information.

IVG Colbachini is not liable for the use or applications that differs from what is 
confirmed in their technical catalogue, product sheets, offers, order confirmations 
and recommendations contained in them. For a correct use please refer to 
“recommendations for the selection, storage, use and maintenance of rubber hoses” 
published by Assogomma and available on www.ivgspa.it.
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